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(57) ABSTRACT

A system and method of connecting a computer to a periph-
eral of another computer. An example system includes a pro-
cessor connected to a network and to the one and the other
computers through the network. The processor executes web
service software which establishes a discovery service for
receiving a peripheral connection request from application
software of the one computer and peripheral management
software which receives information from the other computer
through the web service software about the peripherals of the
other computer. In addition, the peripheral management soft-
ware logically associates the peripherals and the other com-
puter with a peripheral station, receives the peripheral con-
nection request from the application software, maps the one
computer to a requested peripheral of the peripheral station,
and sends information to the application software through the
web service software to facilitate connection by the applica-
tion software to the requested peripheral of the peripheral
station through the other computer.
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1/4 16 FIG. 4

- <PosStation name="Electronics">

- <Devices>
<Device peripheralStationld="PeripheralStation1" deviceName="CashDrawer" />
<Device peripheralStationld="PeripheralStation1" deviceName="Scanner" />
<Device peripheralStationld="PeripheralStation1" deviceName="Printer" />
<Device peripheralStationld="PeripheralStation1" deviceName="PinPad" />
<Device peripheralStationld="PeripheralStation1" deviceName="Micr" />
</Devices>
</PosStation>

- <PosStation name="Jewelry">

- <Devices>
<Device peripheralStationld="PeripheralStation2" deviceName="CashDrawer" />
<Device peripheralStationld="PeripheralStation2" deviceName="Scanner" />
<Device peripheralStationld="PeripheralStation2" deviceName="Printer" />
<Device peripheralStationld="PeripheralStation2" deviceName="PinPad" />
<Device peripheralStationld="PeripheralStation2" deviceName="Micr" />
</Devices>
</PosStation>

- <PosStation name="DeliStation1">

- <Devices>
<Device peripheralStationld="PeripheralStation3" deviceName="Scanner" />
<Device peripheralStationld="PeripheralStation3" deviceName="Printer" />
</Devices>
</PosStation>

- <PosStation name="BackOffice1">

- <Devices>
<Device peripheralStationld="PeripheralStation4" deviceName="Printer" />
</Devices>

14— </PosStation>

m&a&?nw
- <PeripheralStations>

<PeripheralStation name="PeripheralStation1" host="192.168.1.112" />
<PeripheralStation name="PeripheralStation2" host="192.168.1.213" />
<PeripheralStation name="PeripheralStation3" host="" />

- <l--

Auto Detect
-->
<PeripheralStation name="PeripheralStation4" host="localhost" />
</PeripheralStations>
</PeripheralStationManager>
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FIG. 5
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PERIPHERAL MANAGER SOFTWARE 40 RECEIVES A Y 100
PERIPHERAL AVAILABILITY MESSAGE FROM PERIPHERAL
CONTROL SOFTWARE 30
¢ 102
/

PERIPHERAL MANAGER SOFTWARE 40 ADDS OR UPDATES
INFORMATION IDENTIFYING COMPUTER 14 TO LIST 44

104
PERIPHERAL MANAGER SOFTWARE 40 OBTAINS LIST 36 4
FROM PERIPHERAL CONTROL SOFTWARE 30

106
PERIPHERAL MANAGER SOFTWARE 40 STORES LIST 36 AS L/
LIST 46 OF ACTIVE PERIPHERALS 16

v

PERIPHERAL MANAGER SOFTWARE 40 ADDS OR UPDATES Ve 108
PERIPHERALS 16 IN LOGICAL GROUPINGS IN
CONFIGURATION DATA 50

PERIPHERAL MANAGER SOFTWARE 40 RECEIVES A 110
MESSAGE FROM APPLICATION SOFTWARE 20 REQUESTING
A CONNECTION TO A PERIPHERAL 16
PERIPHERAL MANAGER SOFTWARE 40 ADDS OR UPDATES |/ 112

INFORMATION IDENTIFYING COMPUTER 12 IN LIST 48

v

PERIPHERAL MANAGER SOFTWARE 40 ESTABLISHES A
MAPPING IN CONFIGURATION DATA 50 OF COMPUTER 12 TO |/
AN AVAILABLE, PERIPHERAL 16

6

114
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FIG. 6B

PERIPHERAL MANAGER SOFTWARE 40 SENDS A MESSAGE

TO PERIPHERAL CONTROL SOFTWARE 30 WITH 116

INFORMATION IDENTIFYING COMPUTER 14 AND THE
MAPPED PERIPHERAL 16

v

PERIPHERAL MANAGER SOFTWARE 40 SENDS A MESSAGE

TO APPLIGATION SOFTWARE 20 WITH INFORMATION | /118

IDENTIFYING COMPUTER 14 AND THE MAPPED PERIPHERAL
16

;

PERIPHERAL MANAGER SOFTWARE 40 MONITORS

MESSAGES SENT FROM COMPUTER 12 AND COMPUTER 14 | / 120

AND RELEASES THE CONNECTION WHEN EITHER

COMPUTER 12, COMPUTER 14, OR THE MAPPED
PERIPHERAL 16 GO OFFLINE
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1
SYSTEM AND METHOD OF CONNECTING A
COMPUTER TO A PERIPHERAL OF
ANOTHER COMPUTER

CROSS-REFERENCE TO RELATED
APPLICATION

The present application is a continuation application and
claims the benefit of the filing date of application Ser. No.
13/628,948, filed Sep. 27, 2012, entitled, “System and
Method of Connecting a Computer to a Peripheral of Another
Computer”.

BACKGROUND

Computer systems typically include one or more proces-
sors, memory, program and data storage, a display, and other
circuitry for connecting to peripherals, such as a keyboard or
other input device.

In some environments, such as retail point-of-sale (POS)
environments, equipping each POS terminal with a set of
peripherals is expensive and causes each POS terminal to
have a large footprint in a store.

Therefore, it would be desirable to provide a system and
method of connecting computers to a common set of remote
peripherals.

SUMMARY

A system and method of connecting a computer to a periph-
eral of another computer is provided.

An example system includes a processor connected to a
network and to first and second computers through the net-
work. The first computer executes application software and
the second computer includes one or more peripherals orga-
nized with the second computer as a peripheral station. The
processor executes web service software which establishes a
discovery service for receiving a peripheral connection
request from the application software, and peripheral man-
agement software which receives information from the sec-
ond computer through the web service software about the
peripherals and the second computer, logically associates the
peripherals and the second computer with a peripheral sta-
tion, receives the peripheral connection request from the
application software, maps the first computer to a requested
peripheral of the peripheral station, and sends information to
the application software through the web service software to
facilitate connection by the application software to the
requested peripheral of the peripheral station through the
second computer.

An example method of connecting a computer to a periph-
eral of another computer includes determining that the
peripheral is available for use, receiving a request from the
computer through a web service to connect to the peripheral,
mapping the peripheral to the computer, and sending infor-
mation to the computer through the web service to facilitate
connection by the computer to the peripheral through the
other computer.

An example method of connecting application software of
a first computer to one or more peripherals of a second com-
puter at a peripheral station includes receiving information
from the second computer through web service software
identifying the second computer, the peripherals including
peripheral type information, and the statuses of the peripher-
als including whether the peripherals are available for use or
notavailable for use, logically associating the peripherals and
the second computer with the peripheral station including the
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peripheral type information, receiving a request to connect to
a type of peripheral from the application software, including
information about the first computer, through the web service
software, determining that the peripheral station has the type
of peripheral and that the type of peripheral is available for
use, mapping one peripheral of the type of peripheral to the
first computer, and sending information to the application
software through the web service software to facilitate con-
nection by the application software to the one peripheral
through the second computer.

Peripheral control software of the peripheral station pro-
vides a list of peripherals. information about the peripherals
may be in a web page associated with a web service of the
peripheral station. The peripheral management software may
receive a uniform resource locator to the web page from the
peripheral station. To facilitate a connection between the
application software of the first computer and the peripheral
of'the peripheral station, the peripheral management software
may provide the uniform resource locator of a web service for
the peripheral to the application software

The peripheral management software manages release of
peripherals from the application software, for example, when
the application software no longer requires use of the periph-
eral, when the first computer goes offline, or when the second
computer and/or a connected peripheral goes offline. The
peripheral management software also manages connection to
other peripherals, for example, at other peripheral stations
following release.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of an example system.

FIG. 2 is a diagrammatic view of the example system.

FIG. 3 is a block diagram of another example system.

FIG. 4 illustrates example configuration data mapping
computers to peripherals.

FIG. 5 illustrates an example screen for monitoring com-
puters and peripheral connections to the computers.

FIGS. 6A and 6B form a flow diagram illustrating a method
of connecting a computer to a peripheral.

DETAILED DESCRIPTION

Referring now to FIG. 1, an example system includes com-
puter 18 connected by network 60 to computer 14 and one or
more peripherals 16, and to computer 12.

Computer 12 includes one or more processors, memory,
and program and data storage. Computer 12 may execute an
operating system, such as a Microsoft, Google, Apple, or
Linux operating system. Computer 12 further includes net-
work circuitry for connecting to network 60, via wire and/or
wireless, and other circuitry for connecting to one or more
peripherals, such as an input device and display (e.g., a touch
overlay to the display). For example, computer 12 may
include Universal Serial Bus (USB) circuitry and/or Blue-
tooth standard circuitry.

Computer 12 may include, but not be limited to, a personal
computer, a portable computer, or a mobile computing/com-
munication device, such as a smart phone, tablet, or personal
digital assistant. Since computer 12 shares peripherals 16
coupled to computer 14, computer 12 may be used in envi-
ronments requiring a computing solution with a smaller foot-
print than a computer with peripherals 16. Sharing of periph-
erals 16 may also provide cost advantages. For example, one
or more computers 12 may be used in a retail point-of-sale
(POS) environment.
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Computer 12 executes other computer software that may
be stored in a computer readable medium. For example, com-
puter 12 executes application software 20 and World Wide
Web (web) service software 22.

Application software 20 performs one or more functions
which may require use of peripherals 16. For example, appli-
cation software 20 may include POS transaction software that
requires use of a printer to print a receipt. Application soft-
ware 20 can be written in any software language.

Application software 20 connects to peripherals 16
through web service software 22. Application 20 may use
configuration data 26 to identify peripherals that are locally
connected to computer 12, for example, directly connected to
a USB port of computer 12, from peripherals 16, which are
remotely accessible through a network connection to com-
puter 14. Configuration data 26 may also include settings
governing when the local and remote peripherals should be
used.

If configuration data 26 includes a remote peripheral 16,
application software 20 sends a request to peripheral station
manager 40 at computer 18. Peripheral manager software 40
sends a message to application software 20 through web
service software 24 and 42 with information identifying com-
puter 14 and peripheral 16.

Web service software 22 facilitates communication of data
between application software 20 and other applications on
other computers, including computer 14. For example, web
service software 22 may include one or more standard web
services 24. In addition, web service software 22 may include
web service support software, such as application server soft-
ware for hosting the web service 24, and Hypertext Transfer
Protocol (HTTP) or web server software for providing HTTP
protocol message support.

Web service 24 may include an Extensible Markup Lan-
guage (XML) document in a Web Services Description Lan-
guage (WSDL) describing operations, messages, bindings,
and a location or address at which web service 24 may be
called. Web service 24 may communicate using open proto-
cols, such as Simple Object Access Protocol (SOAP) over
HTTP.

Web service 24 is tailored to meet the interoperability
requirements of application software 20. For example, when
application software 20 calls web service application 24 and
requests use one or more of peripherals 16, web service 24
communicates with computer 14 using XML messages to
establish a connection between application software 20 and
peripherals 16. The web service of computer 14 supports
WSDL, which has known methods for controlling peripherals
16.

Computer 14 includes one or more processors, memory,
and program and data storage. Computer 14 may execute an
operating system, such as a Microsoft, Google, Linux, or
Apple operating system. Computer 14 may execute other
computer software that may be stored in a computer readable
medium, such as a memory. Computer 14 may include net-
work circuitry for connecting to network 60, via wire and/or
wireless, and circuitry for connecting to peripherals 16, such
as network, USB and/or Bluetooth standard circuitry.

With reference to FIG. 2, computer 14 and peripherals 16
may form a peripheral station 50. One or more peripheral
stations 50 are envisioned, depending upon environment. For
example, in a retail POS environment, any of a plurality of
POS computers 12 may connect to any of a plurality of
peripheral stations 50. Further, any of a plurality of mobile
computers 12 may connect to any of plurality of peripheral
stations 50 via wireless networking.
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Example peripheral station 50 may include computer 14
and peripherals including, but not limited to, printer 52 for
printing receipts, scanner 54 for reading barcode labels on
products, personal identification number (PIN) keypad or
“PIN pad” for capturing PIN numbers during a card transac-
tion, check reader 58 for reading customer checks, and cash
(e.g., coin and currency) drawer 59.

Computer 14 may include an appliance primarily dedi-
cated to coupling other computers, such as computer 12, to
peripherals 16. As such, computer 14 may include a network
interface with connections to peripherals 16.

Alternatively, computer 14 may have one or more other
purposes besides establishing peripheral connections. As
such, computer 14 may further include software and compo-
nents necessary for its purpose.

For example, computer 14 may include graphics circuitry
for connecting to a display and may couple to other periph-
erals, such an input device (e.g., a touch overlay to the dis-
play).

Computer 14 executes other computer software that may
be stored in a computer readable medium. For example, com-
puter 14 executes peripheral control software 30.

Peripheral control software 30 configures peripherals 16
and stores configuration settings in driver configuration data
34. Driver software or ‘drivers’ for peripherals 16 may be
bundled with the operating system. For this purpose, periph-
eral control software 30 may use a driver configuration utility
within the operating system to configure peripherals 16.

Alternatively, some drivers may be provided separately
and installed in accordance with instructions from manufac-
turers of peripherals 16. For example, in a retail store envi-
ronment, the drivers for peripherals 16 may include Object
Linking and Embedding for Retail POS (OPOS) drivers. For
this purpose, peripheral control software 30 may use an
OPOS driver configuration utility to configure peripherals 16
based upon settings in configuration data 34.

Configuration data 34 contains a list of peripherals 16
listed as locally connected to computer 14 and may include
settings governing when peripherals 16 should be used. If
configuration data 26 indicates that a peripheral is an OPOS
peripheral, configuration data 34 may indicate any OPOS
software, such as OPOS service objects, that are needed to
assist in controlling the OPOS peripheral.

Peripheral control software 30 maintains a list 36 of periph-
erals 16 that are configured. Peripheral control software 30
includes only peripherals 16 that are online and working, i.e.,
not peripherals that are powered off or malfunctioning.
Peripheral control software 30 additionally makes list 36
available to other applications and computers by periodically
broadcasting messages identifying availability of peripherals
16. For example, peripheral control software 30 may send
messages with a peripheral station name. Peripheral control
software 30 may further include web server software for
hosting a web page containing list 36.

In an example embodiment, peripheral control software 30
may be written in C-Sharp, Visual Basic Script, Javascript, or
other suitable language, and may be combined with hypertext
markup language (HTML) or other suitable web development
language in a web page.

Associated with peripheral control software 30 is web ser-
vice software 32, which, like web service software 22,
includes a standard web service and associated web service
support software. Web service software 32 facilitates com-
munication of data between peripheral control software 30
and other applications.

Computer 18 includes one or more processors, memory,
and program and data storage. Computer 18 may execute an
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operating system, such as a Microsoft, Google, Linux, or
Apple operating system. Computer 18 may execute other
computer software that may be stored in a computer readable
medium, such as a memory. Computer 18 may include net-
work circuitry for connecting to network 60, via wire and/or
wireless, and circuitry for connecting to peripherals 16, such
as network, USB and/or Bluetooth standard circuitry.

Computer 18 may primarily manage peripheral stations 50
and coupling of other computers, such as computer 12, to
peripheral stations 50. As such, computer 18 may include a
server computer with a network interface with connections to
network 60. Further, the functions of computer 14 and com-
puter 18 may be combined into a single computer system or
peripheral connection appliance 70 connected to network 60
that is primarily dedicated to coupling other computers 12,
such as computer 12A through 12C, to peripherals 16 (FIG.
3.

Alternatively, computer 18 may have one or more other
purposes besides establishing peripheral connections. As
such, computer 18 may further include software and compo-
nents necessary for its purpose.

For example, computer 18 may include graphics circuitry
for connecting to a display and may couple to other periph-
erals, such an input device (e.g., a touch overlay to the dis-
play).

Computer 18 executes other computer software that may
be stored in a computer readable medium. For example, com-
puter 18 executes peripheral manager software 40 and web
service software 42.

Web service software 42, like web service software 22,
includes a standard web service and associated web service
support software. Web service software 42 facilitates com-
munication of data between peripheral manager software 40
and other applications. Web service software 42 acts as a
discovery service for helping computers like computer 12
find and connect to peripherals 16.

Peripheral manager software 40 receives the broadcast
messages from peripheral control software 30, obtains the
name of the peripheral station 50 from the message and deter-
mines the internet protocol (IP) address of computer 14 from
the message. Peripheral manager software 40 lists the periph-
eral stations 50 in configuration data 49 (FIG. 4).

Peripheral manager software 40 further obtains list 36 of
configured peripherals 16 from peripheral control software
30, maintains list 36 as list 46 of active peripherals 16, regu-
larly receives updated lists 36, and updates list 46 as periph-
erals 16 become available or unavailable. Peripheral manager
software 40 may manage connections to peripherals 16 of a
plurality of computers 14.

Peripheral manager software 40 maintains a list 44 of com-
puters 14 that have peripherals 16 to share, establishes logical
groups, and assigns peripherals 16 to the logical groups or
device clusters. For example, peripheral manager software 40
may group all peripherals 16 associated with a first computer
14 into a first peripheral station or “PeripheralStation1”.

Peripheral manager software 40 further maintains a list 48
of computers 12 requesting connections to peripherals 16 and
manages connection and release of peripherals 16 in list 48, or
groups of peripherals 16, from computers in list 44. Periph-
eral manager software 40 may combine, in any combination,
lists 44, 46, and 48 into a mapping of computers 12 to periph-
erals 16 as configuration data 49 (FIG. 4).

In an example embodiment, peripheral control software 40
may be written in C-Sharp, Visual Basic Script, Javascript, or
other suitable language, and may be combined with hypertext
markup language (HTML) or other suitable web development
language in a web page.
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Network 60 may include one which uses the transmission
control protocol/internet protocol (TCP/IP). Network 60 may
include a combination of local area and wide area networks.
Network 60 may include any combination of wireless or
wired networks. Network 60 may include a combination of
private and public networks, including a global communica-
tion network, also known as the Internet.

With reference to FIG. 4, example configuration data 49 is
illustrated as XML data, which identifies computers 12 at
different locations throughout a retail store. Example loca-
tions include an “Electronics” department, a “Jewelry”
department, a Deli location or “DeliStationl”, and a back
office or “BackOfficel”.

The XML data also maps computers 12 to computers 14
and their peripherals 16. A first computer 14 and its periph-
erals 16 are associated with a first peripheral station or
“PeripheralStationl”, a second computer 14 and its peripher-
als 16 are associated with a second peripheral station or
“PeripheralStation2”, a third computer 14 and its peripherals
16 are associated with a third peripheral station or “Periph-
eralStation3”, and a fourth computer 14 and its peripherals 16
are associated with a fourth peripheral station or “Peripher-
alStation4.”

Thus, in the example configuration, the POS computer 12
in the Electronics department is connected to PeripheralSta-
tionl and its peripherals 16, including a cash drawer, a scan-
ner, a printer, a PIN Pad, and a check or magnetic ink char-
acter reader (MICR). The POS computer 12 in the Jewelry
department is connected to PeripheralStation2 and its periph-
erals 16, including a cash drawer, a scanner, a printer, a
PinPad, and a MICR. The POS computer 12 in the Deli is
connected to PeripheralStation3 and its peripherals 16,
including a scanner and a printer. Finally, the back office
computer 12 is connected to PeripheralStationd and its
peripherals 16, including a printer.

Peripheral manager software 40 automatically updates
configuration data 49 as peripherals 16 become active or go
inactive and as computers 12 request connections to periph-
erals 16.

With reference to FIG. 5, an example screen 80 from
peripheral manager software 40 is illustrated. An operator
may monitor connections of computers 12 to peripheral sta-
tions 50 and the status of peripherals 16.

Screen 80 provides a list view of computers 12 at different
locations or stations 86 throughout a retail store. For example,
at the “Electronics” station, an employee tracked by number
108 is using an Apple iPad brand computer 12 tracked by
number 42.

Screen 80 may include visual aids that quickly communi-
cate the network connection status of computers 12 at stations
86, i.c., either ‘online’ or ‘offline’. For example, screen 80
may include color markers 84 adjacent each station. Green
may indicate that the corresponding computer 12 is online,
while yellow may indicate that the corresponding computer
12 is offline.

Screen 80 may include navigation features, such as expan-
sion triangles 82 associated with each station 86, for expand-
ing the list view to show peripherals 16 connected to comput-
ers 12 at stations 86. For example, computer 12 at the
Electronics station is connected to PeripheralStation] and its
peripherals 16, including a cash drawer, a scanner, a printer, a
Pin Pad, and a MICR.

Screen 80 further includes status information 90 next to
each peripheral. For example, each of peripherals 16 includes
a status indicator that indicates that peripherals 16 are
‘online’, i.e., powered on, initialized by peripheral control
software 30, and available for use.
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Referring now to FIGS. 6A and 6B, the operation of
peripheral manager software 40 is described in detail.

In step 80, peripheral manager software 40 receives a mes-
sage from peripheral control software 30 through web service
software 32 and 42 with peripheral information. Peripheral
manager software 40 may periodically receive such messages
from peripheral control software 30 as peripherals 16 become
available or unavailable. For example, peripheral control soft-
ware 30 may trigger an event to notify peripheral manager
software 40 if the status of any of peripherals 16 changes.

In an example embodiment, peripheral control software 30
identifies peripherals 16 that are being used or “claimed” by
application 20, peripherals 16 that are available for use ready
to be claimed, or peripherals 16 that are unavailable and
excluded from list 36. Peripheral manager software 40 uses
this information to display the status of each peripheral as
online or offline, and to show the overall station status as
yellow or green (FIG. 4).

Peripheral manager software 40 obtains list 36, and/or an
updated list 36, of configured peripherals 16 from peripheral
control software 30 through web service software 32 and 42.
For example, peripheral manager software 40 may receive a
URL to a web service of web service software 32 for each
peripheral 16 at peripheral station 50.

In step 82, peripheral manager software 40 adds informa-
tion identifying computer 14 to peripheral computer list 44, if
computer 14 is not already in list 44. For example, peripheral
manager software 40 obtains the name of the personal station
50 containing computer 14 from the message and the IP
address of computer 14.

In step 84, peripheral manager software 40 stores list 36 as
list 46 of active peripherals, and/or updates list 46 to reflect
changes from a previously received list 36.

In step 86, peripheral manager software 40 adds peripher-
als 16 to logical groupings of peripherals 16 in configuration
data 49, or updates configuration data 49 to reflect changes
from a previous list 46. For example, peripheral manager
software 40 may group all peripherals 16 associated with a
first computer 14 into a first peripheral station 50 or “Periph-
eralStationl”.

In step 88, peripheral manager software 40 receives a mes-
sage from application software 20 of computer 12 through
web service software 24 and 42 requesting a connection to a
particular a type of peripheral 16, for example, a receipt
printer.

In step 90, peripheral manager software 40 adds informa-
tion identifying computer 12 to client computer list 48, and/or
updates list 48 to reflect changes in received identifying infor-
mation.

In step 92, peripheral manager software 40 establishes a
mapping in configuration data 49 of computer 12 to an active
unclaimed peripheral 16 of the type requested in a logical
grouping in configuration data 49. For example, peripheral
manager software 40 may map computer 12 to a receipt
printer associated with PeripheralStation].

In step 94, peripheral manager software 40 sends a mes-
sage to application software 20 through web service software
24 and 42 with information identifying computer 14 and the
mapped peripheral 16. For example, peripheral station man-
ager 40 sends application 20 a URL for the web services used
to control each requested peripheral 16 in station 50. Periph-
eral station manager 40 steps aside and allows application 20
to communicate with peripherals 16 through web service
software 32. Application software 20 uses the information to
communicate with peripherals 16 through web service soft-
ware 32.
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In step 96, peripheral manager software 40 receives and
monitors messages sent from computer 12 and computer 14
and releases the connection when application software 20 no
longer claims peripheral 16, or when computer 12, computer
14, or any mapped peripheral 16 go offline.

If application software 20 no longer claims peripheral 16,
peripheral manager software 40 removes the corresponding
mapping in configuration data 49. Peripheral manager soft-
ware 40 may send a message to peripheral control software 30
releasing the connection.

If computer 12 goes offline, peripheral manager software
40 may try to reestablish communication with computer 12. If
peripheral manager software 40 cannot reestablish commu-
nication after a predetermined time period, peripheral man-
ager software 40 removes computer 12 from client computer
list 48 and unmaps or removes the corresponding mapping in
configuration data 49. Peripheral manager software 40 may
send a message to peripheral control software 30 releasing the
connection.

If computer 14 goes offline, peripheral manager software
40 may try to reestablish communication with computer 14.
After a predetermined time period, peripheral manager soft-
ware 40 releases computer 14 by removing computer 14 from
peripheral computer list 44, removing peripherals 16 from
active peripheral list 46, and unmapping or removing the
corresponding mappings of peripherals 16 to computers 12 in
configuration data 49. Peripheral manager software 40 may
send a message to computer 12 indicating that the connection
to peripheral 16 is no longer active.

If peripheral 16 goes offline, peripheral manager software
40 removes the peripheral 16 from active peripheral list 46,
and unmaps or removes any corresponding mapping of
peripheral 16 to computer 12 in configuration data 49. Periph-
eral manager software 40 may map another peripheral 16 of
the same type, such as another peripheral from another
peripheral station, to computer 12 in configuration data 49.
Peripheral manager software 40 may send a message to com-
puter 12 when the connection to peripheral station 50 is no
longer active.

Peripheral control software 30 may mark the mapped
peripheral as unavailable.

Advantageously, the system and method of connecting
computer 12 to peripherals 16 may provide cost and space
savings, particularly in environments such as retail POS envi-
ronments.

Although the present invention has been described with
particular reference to certain preferred embodiments
thereof, variations and modifications of the present invention
can be effected within the spirit and scope of the following
claims.

What is claimed is:

1. A method of connecting a computer to a peripheral of a
peripheral station comprising:

determining by a peripheral station computer that the

peripheral is available for use;

sending by the peripheral station computer information

identifying the peripheral to a peripheral manager and
broadcasting by the peripheral manager the computer
information to the computer; and

connecting the computer to the peripheral through web

service software by the peripheral station computer.

2. The method of claim 1, wherein the message comprises
a uniform resource locator for connecting to the peripheral
through the web service software by the peripheral station
computer.

3. The method of claim 1, wherein the message comprises
a name of the peripheral station computer.



US 9,396,139 B2

9

4. The method of claim 1, wherein the message comprises
a network address of the peripheral station computer.

5. The method of claim 1, further comprising configuring
the peripheral for use by the peripheral station computer.

6. The method of claim 1, further comprising:

determining by the peripheral station computer that the

peripheral is no longer available; and

notifying the peripheral manager that the peripheral is no

longer available by the peripheral station computer.

7. The method of claim 1, further comprising maintaining
a list of available peripherals including the one peripheral by
the peripheral station computer.

8. The method of claim 7, further comprising hosting a web
page containing a list of available peripherals including the
one peripheral by the peripheral station computer.

9. A system comprising:

a computer; and

aplurality of peripherals coupled to the computer, wherein

the computer is configured to determine which periph-
erals are available for use and which peripherals are
unavailable for use;

send information identifying the peripherals available for

use and broadcast the information to the network com-
puter; and

connect the network computer to the peripheral through

web service software.

10. The system of claim 8, wherein the computer comprises
an appliance.

11. The system of claim 8, wherein the computer comprises
a point of sale terminal.

12. A method of connecting a network computer to a
peripheral comprising:

receiving a list of peripheral stations, wherein each periph-

eral station includes a peripheral station computer and at
least one peripheral;

broadcasting the peripherals of the peripheral stations over

a network;
receiving through a web service a request to connect to a
number of the peripherals from a network computer;
mapping the number of peripherals to the network com-
puter; and
sending information to the network computer through the
web service to facilitate connection by the network com-
puter to the number of peripherals.

13. The method of claim 12, wherein the information com-
prises uniform resource locators to connect through web ser-
vices of peripheral station computers associated with the
number of peripherals.
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14. The method of claim 12, further comprising assigning
the peripherals of the peripheral stations to groups.

15. The method of claim 14, wherein the request from the
network computer is based upon the number of peripherals
being in a predetermined group.

16. The method of claim 14, wherein the peripherals of the
peripheral stations are grouped by peripheral station.

17. The method of claim 14, wherein the peripherals of the
peripheral stations are grouped by location.

18. The method of claim 12, further comprising:

adding the network computer to a list of active network

computers; and

monitoring an operational status of the network computer.

19. The method of claim 18, further comprising attempting
to reestablish communication with the network computer
when the operational status indicates that the network com-
puter is offline.

20. The method of claim 18, further comprising removing
the network computer from the list of active network com-
puters when the operational status indicates that the network
computer is offline.

21. The method of claim 12, further comprising:

adding peripheral station computers associated with the

number of peripherals to a list of active peripheral sta-
tion computers; and

monitoring an operational status of the peripheral station

computers associated with the number of peripherals.

22. The method of claim 21, further comprising attempting
to reestablish communication with one of the peripheral sta-
tion computers associated with the number of peripherals
when the operational status indicates that the one peripheral
station computer is offline.

23. The method of claim 21, further comprising removing
one of the peripheral station computers associated with the
number of peripherals from the list of active peripheral station
computers when the operational status indicates that the one
peripheral station computer is offline.

24. The method of claim 12, further comprising displaying
a screen indicating a connection status between the network
computer and the number of peripherals.

25. The method of claim 12, further comprising displaying
a screen indicating availability of the peripheral stations.

26. The method of claim 12, further comprising displaying
a screen indicating availability of the peripherals of the
peripheral stations.

27. The method of claim 12, wherein the network computer
comprises one of a portable computer, a mobile computing
device, and a personal computer.
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